AUT VALVE
GPRO VALVE SDN BHD

AUT

WAFER BUTTERFLY VALVE
MODEL FIGO61 - FIG062

MATERIAL SELECTION
NO Parts Materials
1 Body DI
2 Stem SS410
3 Disc SS304
4 Seat EPDM
D Bushing Polymer
6 Tapper pin SS304
7 O ring EPDM
8 Lever Aluminum/DI
9 Wormgear DI
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DIMENTIONS
Size 10S5211 PN10 PN16
L A B
mm in Top flange| OF OF n1-0d1 @D n-@d @D n-@d
50 2 42 132 72 FO5 65 50 4-8 125 4-18 125 4-18
65 2.5 25 138 82 FO5 65 50 4-8 145 4-18 145 4-18
80 3 25 153 96 FO5 5 50 4-8 160 8-18 160 8-18
100 4 52 169 109 FO7 90 70 4-10 180 8-18 180 8-18
125 5 56 183 125 FO7 90 70 4-10 210 8-18 210 8-18
150 6 56 195 137 FO7 90 70 4-10 240 8-22 240 8-22
200 8 60 235 170 F10 125 102 4-12 295 8-22 295 12-22
250 10 66 267 207 F10 125 102 4-12 350 12-22 355 12-26
300 12 e 305 236 F10 125 102 4-12 400 12-22 410 12-26
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AUT VALVE
GPRO VALVE SDN BHD

AUT

WAFER BUTTERFLY VALVE
MODEL FIG061 - FIG062

PRODUCTION STANDARDS

MODEL FIG061-062 | DN50 - DN600

PN10 - PN16

Design BS Standard
Flange BS Standard

Face to Face SO 5752 series 20
Tests 1ISO 6755
Pressure Class PN 10/16

Corrosion Protection Electrostatic Powder Epoxy
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DIMENTIONS
Size 10S6211 PN10 PN16 150LB JIS 10K
L A B -
mm | in ﬂa":';e OE | OF |n1-0dil oD | n@d| D | n@d| OD | n-@d | @D | n-Od
350 14 78 336 265 F10 125 102 4-12 460 | 16-22 470 16-26 | 476.3 | 12-29 50 16-25
400 | 16 | 86 | 405 | 329 | F14 | 175 | 140 | 4-18 | 515 | 1626 | 525 | 16-30 | 539.5 | 16-29 | 510 | 16-27
450 18 102 415 355 F14 175 140 4-18 565 | 20-26 585 20-30 | 577.9 | 16-32 565 | 20-27
500 20 127 460 390 F14 175 140 4-18 620 | 20-26 650 20-33 | 635 | 20-32 620 | 20-27
600 24 154 535 435 F16 210 165 4-22 725 | 20-30 770 | 20-36 | 749.3 | 20-35 730 | 24-33
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